
 

 
 
 
 
 

WARRANTY & DISCLAIMER - Terrafirma products are warranted free from defects in materials and workmanship for a period of 12 months from the date of retail invoice. Terrafirma does not warrant that the products manufactured or 

marketed by it comply with the laws of the country where those goods are purchased or used. It is the sole responsibility of the purchaser to ascertain whether products being purchased, or the fitting of those products to any other 

object, comply with local laws. This warranty covers structural defect and workmanship but does not cover finishes, labour charges for removal or refitting, freight costs, accident damage, misuse or abuse, damage due to incorrect or 

improper fitment or application, modified product, faulty design or consequential damage of any kind. Damage or defects caused by collision, alteration, improper installation, road hazards, adverse conditions or usage for any other 

purpose other than normal private usage are not covered by this warranty. Terrafirma shall not be liable for any other claim relating to the use of the product and any indirect special or consequential damage or injury to any person, 

company or other entity. All claims must be accompanied by the original retail invoice and should be submitted to the supplying Allmakes 4x4/Terrafirma distributor. This warranty covers only the replacement of the product or part 

concerned. The decision remains solely at the discretion of Allmakes Ltd. The information contained in this catalogue was correct at the time of going to press. Allmakes/Terrafirma and its associated companies reserve the right to alter 

the range and any product specifications without notice. Always consult your Allmakes/Terrafirma distributor for the latest product information and specifications. The Terrafirma range of products is constantly being evaluated for 

enhancement and improvement to make sure the level of quality and performance is as expected.  
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Put the car into gear and apply the hand brake. 

Remove the spring, spring seat and any spring retaining devices fitted. 

Take the round ring with the countersunk holes in it and place on top of the spring mount. There are six holes in 

the mount, position the ring with the four holes outwards and align them. 

 

Mark the four holes on the outer edge of the ring. Drill these through with a 9mm drill. 

The inner holes can only be accessed from underneath the spring mount, so using the countersunk bolts mount 

the ring underneath the spring mount (with countersunk holes downwards). Use all four bolts to locate the ring 

and nip them up. 

Mark the inner holes and either drill though using the ring as a guide or remove the ring to drill. 

Dress the holes and ensure no burrs are present as these will prevent the plate sitting flat. 

Place the bump-stop mount on top of the spring mount and locate in-line with the drilled holes. 

Refit the retainer ring underneath the mount and fully tighten using the M8x30 countersunk bolts with washers 

and nuts provided. 

Using light oil, copper ease or similar, coat the inside of the bump-stop tube to make it easier to remove in the 

future. 

Fit the bump-stop into the tube, using the appropriate steel spacers. As a guide two rings for a 2“lift, but this will 

depend on your suspension system and height.  

Using two M10x50 hex bolts with washers and nuts tighten the bump-stop in place, these do not need to be 

excessively tightened as these don’t see any strain and only hold the bump-stop in place.  
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Four new holes need to be drilled into each spring seat, so measure and mark the new holes as per the drawing 

below. 

    

Once marked, position the external relocation plate over on the mount and check the marked position matches up 

with the holes in the plate. Once you are happy with this drill though the plate using a 10mm drill bit. 

Make sure you have removed any burrs from the metal before fitting the plate. 

Mount the plates facing forward as below. Use the four countersunk M8x20 bolts tighten fully with washers and 

nyloc nuts. 

 

Refit the spring, placing the spring retainer plate (looks like lots of fingers) between the first and second windings 

top of the spring. Then using the three M10*50 bolts with washers, clamp this up to the top passing the bolts 

through the bump-stop mount and securing with washers and nyloc nuts. 

 

Repeat the process on the other side. 


